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Pipe & Fitting Restrainers

For restraint of AAWA C900 PVC pipe fittings,
6” through 12"

Minimum 2:1 factor of safety
Fits C907 Fittings

ASTM A536 Ductile Iron (D80/D65)

For use on AWWA C900 PVC pipe bells,
6” through 12”

Minimum 2:1 factor of safety (on yield)

ASTM A536 Ductile Iron (D80/D65)

Pipe Restrainer Fitting Restrainer
Pipe Size Part No. Shipping Pressure Nom. Fitting  Part No. Shipping Pressure
Wit. (Ibf) Rating Size Wit. (Ibf) Rating
6” WD29 10.5 150 6” WD57 12.5 150
8” WD32 13 150 8” WD58 19 150
10” WD175 28 150 10” WD176 25 150
127 WD179 33 150 127 WD180 34.5 150
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Pipe to Pipe Installation L "B" @
Pipe Size Part No. Pipe OD (in) Max Bell OD Max. Restraint Tie-Rods
“A” Dim Cleared OD (in) #-Size
“B” Dim “C” Dim
6” 2 x WD29 6.90 9.60 12.14 2-3/14 0
8” 2 x WD32 9.05 12.90 14.55 2-314 @
10” 2 x WD175 11.10 14.38 16.88 4-3/4Q
127 2xWD179 13.20 16.88 19.38 4-3/147 @
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Pipe to Fitting Installation

Pipe Size Part No. Pipe OD (in) Max Bell OD Tie-Rods
“A” Dim Cleared #-Size
HBU Dim
6” WD29/WD57 6.90 10.85 2-3/4 0
8” WD32/WD58 9.05 14.80 2-3/4 @
10” WD175/WD176 11.10 14.38 4-3/4Q
127 WD179/WD180 13.20 16.88 4-3/4" D

PHONE: 204 896 1333 | FAX: 204 896 6969 | TOLL FREE: 1 866 209 9435

info@groupwd.com | www.groupwd.com
1036 Waverley Street, Winnipeg, Manitoba, Canada R3T 0P3




