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FRACTIONAL                                     1/32"
TWO PLACE DECIMAL                      .02"
THREE PLACE DECIMAL                    .002"
ANGULAR                                          1
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ITEM NO. PART NO. DESCRIPTION QTY. MATERIAL

1 WD39-W VALVE BOX COVER 1 ASTM A536 65-45-12 DUCTILE IRON

2 SSHP-1 HINGE PIN 1 AISI 304

3 BRP6-X BASE RISER PIPE 1 C900 PVC

4 WD91 WD46 TOP SOCKET 1 ASTM A536 65-45-12 DUCTILE IRON

5 PI-7 PI 7"  UPPER CASING BARREL 1 PP

6 WD107 WD46 STONE PLATE 1

7 WD193 STONE COLLECTOR 1

8 VBB-6 6" NOM VALVE BOOT 1 ABS

9 WD190 CENTERING DISK 1

10 WD254 WD46 ADJUSTMENT RING ASSEMBLY 1

OPTIONAL

OPTIONAL

UPDATED MAR 20/141

OPTIONAL

MAR 24/14VIEWS ADDED2

MAR 30/16OPTIONAL LID MARKING ADDED3

OPTIONS
"W" LID
"G" LID
"S" LID
"P" LID
"F" LID

LOCKING LID

NOTES:
TOP SOCKET AND LID FINISH IS BLACK BITUMINOUS ASPHALT CORROSION RESISTANT 1.
COATING.
BURY AS REQUIRED. UP TO 20'LGTH MAY BE SUPPLIED AS ONE PIECE.2.

APR 18/16NOTES ADDED4

7

6

SECTION A-A 

9

30.063 763.59

212.73

161.246.348
175.26

8.375

6.900

214.778.456

7.775 197.49
3

8

4

5

10

A

A

1

2

OPT. MARKING
W, G, S, P, F


